




INSTALLATION GUIDE-PENDANT

CORONET, Inc.
55 Shepherds Lane
Totowa, NJ 07512

T 973 345 7660
F 973 345 8705

CORONET, Inc. reserves the right to make any design changes for con�nuous improvement which will
not affect the overall appearance or performance. All fixtures to be wired by a cer�fied electrician only.

Risk of fire and electrical shock. In accordance with na�onal local building and electrical codes, CORONET ligh�ng fixtures
must be installed by a qualified electrician. Disconnect power at electrical panel before servicing.

NOTE: JUNCTION BOXES MUST BE SOLIDLY FIXED TO THE CEILING AND ATTACHED TO THE STRUCTURAL MEMBER INSIDE THE CEILING BEFORE PROCEEDING WITH INSTALLATION.
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GENERAL INSTALLATION CONSIDERATIONS - See submi�al drawings for job specific data.

Opera�ng Temperature............................................................-40°C to 50°C
Opera�ng Voltage....................................................................110VAC-277VAC, 50Hz-60Hz
Weight.......................................................................................lb/�
Dimensions................................................................................See submi�al drawings

� Installa�on by a cer�fied electrician only.
� Read and understand the installa�on instruc�ons before a�emp�ng to install or use the fixture.
� Only use fixtures with voltage for which it is rated. Do not exceed the specified voltage and current input.
� Do not use the fixture if the housing, lens, or power cable is damaged.
� Ensure that the main power supply is off before installing or wiring the fixture.
� Method of wire connec�on to be determined by local electrical codes and regula�ons.
� The external flexible cable of this luminaire cannot be field replaced; if the cord is damaged, contact Coronet.
� The light source contained in this luminaire shall only be replaced by the ligh�ng manufacturer or his service agent or a similar qualified person.

Please contact our technical support team for assistance.


